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PRODUCT INFORMATION

CODE
LCDMSD-TD3-SB

VOLTAGE OUTPUT
16VDC

DIMMING INPUT
RF, Touch

DIMMING RANGE
0-100%

ZONES

1

SAFETY
AS/NZS61347 EN55015

IP RATING
20

DIMENSIONS

L34.5mm x W86mm x H86mm

LCDMSD-TD3-SB

DALI RGB Wall Mount Controller DT8 1Zone IP20 Black

PRODUCT OVERVIEW

The TD3-S is a versatile DALI touch master panel designed for controlling DAL DT6 and
DT8 lighting systems across a wide range of environments. It operates on a single DALI
address and supports DT6 dimming, DT8 tunable white, RGB and RGBW control. It can
be powered by the DALI bus or 24V DC and allows flexible address setup via an
encoding switch with support for unicast, group and broadcast modes. Featuring a
black glass, ultra-sensitive touch panel with colour slide, four scene memory and LED
indicators, the TD3-S delivers smooth, accurate colour control with optional RF 2.4GHz

remote compatibility.

VOLTAGE INPUT
100-240VAC

CHANNELS
3

DIMMING OUTPUT
DALI

REMOTE ENABLED
Yes

STANDBY LOAD
0.5W
PROTECTION
EN 61347-1/-2

OPERATING TEMP
-20°C to 55°C
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While every effort has been made to ensure accuracy, product specifications may vary. Task Lighting reserves the right to update or modify product details without notice.



