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LDNF200WW24
LED Neon Flex 10W/m 24V 3000K CRI90 IP65
PRODUCT OVERVIEW

Our 12×12mm Domed Neon Flex offers a clean, modern lighting solution with a
smooth, rounded profile designed to deliver soft, uniform illumination. The
domed lens enhances light distribution, creating a consistent glow with no
visible dots making it ideal for applications where visual comfort and finish are
key. With an IP65 rating, it is protected against dust and water spray, making it
well suited for interior spaces as well as covered exterior applications such as
kitchens, bathrooms, and sheltered outdoor areas. Stocked in 10 metre rolls, Task
Lighting can custom cut to your required lengths in factory, ensuring a precise
fit, reduced installation time, and minimal on-site handling.

CONTROL OPTIONS

DIM

Dimmable by PWM

PRODUCT INFORMATION

CODE

LDNF200WW24
COLOUR TEMP

3000K

WATTAGE

10W/m
VOLTAGE

24

LUMEN OUTPUT

968lm/m
LED TYPE

SMD

LEDS/M

140
EFFICACY

97lm/W

CRI

90
R9

50+

BEAM ANGLE

180°
MAX RUN

10m

OPERATING TEMP

-25°C to 70°C
LUMEN MAINTENANCE

L70B10 @ 50,000 Hrs

DIMENSIONS

12mm × 12mm × 50mm
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While every effort has been made to ensure accuracy, product specifications may vary. Task Lighting reserves the right to update or modify product details without notice.


