
LDRTW500-20W-40V
Led Driver 500mA 1-20Watt 2-40VDC IP20
PRODUCT OVERVIEW

The LDRTW500-20W-40V is a dependable IP20 rated constant current LED driver
designed for efficient indoor lighting installations. Delivering a stable 500mA output
with a wide voltage range, it supports LED loads from 1 to 20 watts, making it suitable for
a broad range of constant current luminaires. For fast and secure installation, the driver
features large loop through terminals for TPS cabling and a quick snap down 230V
terminal cover for added safety. It is suitable for indoor use, or outdoor applications
when housed within a compliant enclosure. Backed by a 5 year warranty, the
LDRTW500-20W-40V offers long term reliability. Please note, this model is not phase
dimmable.

PRODUCT INFORMATION

CODE

LDRTW500-20W-40V
VOLTAGE INPUT

220-240V

VOLTAGE OUTPUT

2-40V
OUTPUT POWER

20W

AMPS OUTPUT

0.5A
WORKING TEMP

-20°C to 50°C

SAFETY

AS/NZS61347 EN55015
PROTECTION

No  load,  Short  circuit,  Over
temp, Class II, SELV

SVM

= 0.4
MINIMUM LOAD

1

POWER FACTOR

0.8
IP RATING

20

EFFICIENCY

=84%
DC RIPPLE

0.05

DIMENSIONS

L112mm x W39mm x H28mm
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While every effort has been made to ensure accuracy, product specifications may vary. Task Lighting reserves the right to update or modify product details without notice.


