
DIMENSIONS

ACCESSORIES

LDSL300-3K-5W
Led Spike Spot 5W 24V IP67 Dark Grey 3K
PRODUCT OVERVIEW

LDSL300-3K-5W is a high performance exterior spot light which can be used as
a surface mount spotlight or with a spike to be a garden spike spot. (Sold
separately). These lights draw a slight inrush current on startup. Please refer to
our recommended driver guide to determine the maximum number of fittings
supported per driver. Features; Anti-siphon cable, Cree LEDs, Structural grade
6063 aluminium and toughened glass, Marine grade anodising, Constant
voltage input, Surface mount or garden spike available.

PRODUCT INFORMATION

CODE

LDSL300-3K-5W
FINISH

CHARCOAL

VOLTAGE INPUT

12-24V DC
WATTAGE

6W

COLOUR TEMPERATURE

3000K
BEAM ANGLE

38°

IP RATING

67
IK RATING

5

LUMEN OUTPUT

350lm
LUMEN MAINTENANCE

L70B10 @ 50,000Hrs

EFFICACY

58.3lm/W
CRI

80

R9

20
LENS

FROSTED

DIFFUSER MATERIAL

GLASS
ACCESSORY CODE

LDSLSPIKE
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While every effort has been made to ensure accuracy, product specifications may vary. Task Lighting reserves the right to update or modify product details without notice.


