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LEDCHANS300L

Deep Recessed 24.5mm x 23.5mm Aluminium Profile
PRODUCT OVERVIEW

LEDCHANS30 is a recessed aluminium profile designed for recessed installation
using spring clips, allowing for fast and secure mounting into pre cut ceiling or
wall slots. When paired with compatible LED strips, it delivers a smooth,
continuous line of light with a refined architectural finish. The opal diffuser
ensures uniform illumination while minimising glare, making LEDCHAN530 ideal
for offices, meeting rooms, hotels, schools, and showroom applications.

PRODUCT INFORMATION

PROFILE CODE FINISH
LEDCHANBS300L SILVER
DIFFUSER DIFFUSER MATERIAL
DIMENSION DRAWING (MM) OPAL ACRYLIC
7 ALUMINIUM GRADE MOUNTING TYPE
24.5m: 6060 RECESSED
STOCKED LENGTH

4000mm or cut to size

Smim

0.48°
12.2mm

ACCESSORIES

END CAP WITHOUT CABLE HOLE
Code: LEDCHANS30ECI

END CAP WITH CABLE HOLE
Code: LEDCHANS30EC?2
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While every effort has been made to ensure accuracy, product specifications may vary. Task Lighting reserves the right to update or modify product details without notice.



