TASK YEAR

LIGHTING WARRANTY

LEDCHANSI100L

= Shallow Plaster Recessed 58.9mm x 13.7mm Aluminium Profile
- B PRODUCT OVERVIEW
7~
S - o b This plaster-in aluminium profile is designed to integrate seamlessly into
i ;~ < ; = ceilings and walls, delivering a clean, architectural line of light with no visible
~ ~ trim. Once plastered over, the profile becomes flush with the surrounding
N e @ surface, allowing the illumination to appear as an uninterrupted part of the
| structure. Ideal for modern interior spaces, it provides a refined, minimalist
‘ : lighting solution suited to residential and commercial applications where

subtlety and visual continuity are key.

PRODUCT INFORMATION

PROFILE CODE FINISH
LEDCHANS8IOOL SILVER
DIMENSION DRAWING (MM) DIFFUSER DIFFUSER MATERIAL

OPAL ACRYLIC
ALUMINIUM GRADE MOUNTING TYPE
6063-T5 RECESSED

87 __, ) STOCKED LENGTH

159 i a7 2500mm or cut to size

171
58.9

ACCESSORIES

END CAP WITHOUT CABLE HOLE
Code: LEDCHANSIOECI

END CAP WITH CABLE HOLE
Code: LEDCHANSIOEC2

09 820 0004 | sales@tasklighting.co.nz | tasklighting.co.nz

While every effort has been made to ensure accuracy, product specifications may vary. Task Lighting reserves the right to update or modify product details without notice.



