
LumiFlex LED neon provides a customised 
solution to replacing old neon signage and exterior 
decoration.

Installation is made simple with a large range of 
end connection types and installation accessories.

IP68 and high UV protection ratings, LumiFlex 
is backed by a standard 3 year warranty and a 
conditional 5 year warranty.
LumiFlex offers a wide range of sizes, watts/m, 
white CCT, colours and pixel chasing options.
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L E D  S P E C I A L I S T STASK
LIGHTING

Specialising In LED Solutions 

Side View (Side Bend)

LumiFlex LED Neon 300-380 Series

Top View (Top Bend)



Mono Includes:  2200K, 2500K, 2700K, 3000K, 3500K, 4000K, 5000K, 5700K, 6500K, Red, Blue, Green, 
Amber, Lemon Yellow, Orange, Pink.

CV: Constant Voltage       DW: Dual White (Tuneable White)       IC: Built In Constant Current IC

Options

Tightest Bend 
Radius (mm)

LDNF300 LDNF310 LDNF320 LDNF330 LDNF340 LDNF350 LDNF360 LDNF370 LDNF380

40 40 60 75 40 40 75 75 60

Type Volts
W 
/m

LED 
/m

LED 
Type

Colour Mode
Cut 

Point
(mm)

Max 
Run 

Single 
Feed

Pixel 
/m

Availability By Series
300 310 320 330 340 350 360 370 380
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12 5 72 3528 Mono CV 83.3 7m

N/A

Yes Yes

24 5 72 3528 Mono CV 166.7 15m Yes Yes

24 9 120 3528 Mono CV 100 10m Yes Yes

24 7.2 60 5050 R,O,A CV 166.7 15m Yes Yes

24 12 60 5050 Mono CV 100 10m Yes Yes

24 15 84 5050 Mono CV 83.3 8m Yes Yes Yes Yes

24 10 72 2835 Mono CV (IC) 83.3 15m Yes Yes

24 10 120 3528 Mono CV (IC) 50 15m Yes Yes

24 10 144 3528 Mono CV 83.3 10m Yes Yes

24 10 120 2835 Mono CV 100 5m Yes Yes

24 5 70 2835 Mono CV 100 10m Yes

24 10 144 2835 Mono CV 83.3 10m Yes

24 10 120 2835 Mono CV 100 10m Yes Yes Yes

24 10 120 2835 Mono CV 83.3 10m Yes

48 5 84 2835 Mono CV (IC) 166.7 50m Yes

48 9 140 3528 Mono CV 100 20m Yes Yes

48 10 60 5050 Mono CV 250 20m Yes Yes
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24 12 120 2835 DW CV 100 10m Yes Yes Yes Yes Yes
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24 12 120 2835 1800K- 
3000K DTW 100 10m Yes Yes Yes Yes
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12 11 60 5050 RGB CV 50 5 Yes Yes

24 12 60 5050 RGB CV 100 10m Yes Yes

24 13 72 5050 RGB CV 83.3 10m Yes Yes Yes Yes

24 13 84 3535 RGB CV 83.3 5 Yes Yes

48 10 60 5050 RGB CV 250 20m Yes Yes Yes

R
G
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) 24 17 60 5050 RGBW CV 100 8m Yes Yes

12 17 60 5050 RGBW CV 50 5m Yes Yes

24 17 72 5050 RGBW CV 83.3 8m Yes Yes Yes Yes
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24 15 70 5050 RGB SPI 8903 100 8m 10 Yes Yes Yes Yes

24 15 70 5050 RGB SPI 8903 125 8m 10 Yes Yes Yes

24 15 56 5050 RGBW SPI 8904 125 8m 8 Yes Yes

24 15 70 5050 3000K SPI 8903 100 8m 10 Yes Yes Yes Yes

24 15 70 5050 DW SPI 8903 100 8m 10 Yes Yes Yes Yes

24 18 70 5050 RGBW SPI 8904 125 8m 8 Yes Yes
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24 15 70 5050 RGB DMX 
(RS485) 100 8m 10 Yes Yes Yes Yes

24 18 70 5050 RGBW DMX 
(RS485) 100 8m 10 Yes Yes Yes Yes

24 15 70 5050 3000K DMX 
(RS485) 100 8m 10 Yes Yes Yes Yes

24 12 56 5050 DW DMX 
(RS485) 100 8m 10 Yes Yes Yes Yes



2 Pin IP68

3 Pin IP68 5 Pin IP68

4 Pin IP68

IP68 Connector
2 Core
Single Colour

IP68 Connector
3 Core
Tuneable White
DMX
SPI

IP68 Connector
4 Core
RGB

IP68 Connector
5 Core
RGBW

Bare Cables
2 Core
3 Core
4 Core
5 Core

Moulded cable entries that come with an IP68 Connector have 300mm tails as standard.
Moulded cable entries that come with bare cable ends have 600mm tails plus an anti syphon device as standard. 
Longer tails available on request.

IP68 Molded Cable Entry Options -All Neon Flex

Bottom Connection
Both Ends

Bottom 
Connection
One 
End

Direct Connection
Both Ends

Direct Connection
One End

Side Connection 
Both Ends

Side Connection 
Right

Side Connection
Left

In the diagrams above the yellow face represents the light emitting face of the neon flex. 
When specifying end connection types specify left, right, bottom as if viewing towards the light emitting face.

Middle
Connection

Middle Connection
Not Available All Neon Flex

Connection Types

Cable Connection Options

Cable Joiners



300/310 Series 320/330 Series 340 Series 350 Series

360/370 Series 380 Series
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11.6LDNF300PA

LDNF300PB

LDNF300PC

LDNF300PD

LDNF300PE

LDNF300PF

LDNF300AB
Compatible for all mounting profiles & clips
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Lumen/m

Series Volts LED 
Type

LEDs 
/m

W 
/m

Lumen/m

2200 
K

2500 
K

2700 
K

3000 
K

3500 
K

4000 
K

5000 
K

5700 
K

6500 
k Red Green Blue Lemon 

Yellow Amber Orange Pink

LDNF300

12 3528 72 5 120 120 120 120 130 130 140 140 140 110 80 14 --- 110 35 60

24 5050 72 15 330 330 330 330 380 380 390 390 390 --- 230 40 300 --- --- 180

24 5050 60 12 280 280 280 280 330 330 350 350 350 --- 200 35 250 --- --- 150

24 5050 60 7.2 --- --- --- --- --- --- --- --- --- 110 --- --- --- 110 90 ---

24 3528 72 5 120 120 120 120 130 130 140 140 140 44 80 14 --- 44 35 60

24 2835 72 10 280 280 280 280 330 330 350 350 350 --- 200 35 250 --- --- 150

48 5050 60 10 280 280 280 280 330 330 350 350 350 --- 200 35 250 --- --- 150

LDNF310

12 3528 72 5 110 110 110 110 120 120 130 130 130 40 70 13 --- 40 32 55

24 5050 72 15 290 290 290 290 340 340 350 350 350 --- 200 35 270 --- -- 160

24 5050 60 12 250 250 250 250 300 300 320 320 320 --- 180 30 220 --- -- 130

24 5050 60 7.2 --- --- --- --- --- --- --- --- --- 100 --- --- --- 100 80 ---

24 3528 72 5 110 110 110 110 120 120 130 130 130 40 70 13 --- 40 32 55

24 2835 72 10 250 250 250 250 300 300 320 320 320 --- 180 30 220 --- --- 130

36 5050 60 12 250 250 250 250 300 300 320 320 320 --- 180 30 220 --- --- 130

48 5050 60 10 250 250 250 250 300 300 320 320 320 --- 180 30 220 --- --- 130

LDNF320

24 3528 120 9 330 330 330 330 340 340 360 360 360 110 360 54 --- 80 70 320

24 3528 144 10 360 360 360 360 370 370 400 400 400 120 390 60 --- 90 80 360

24 2835 120 10 280 280 280 280 330 330 350 350 350 --- 200 35 250 --- --- 150

LDNF330 24 2835 120 10 510 510 510 510 510 520 550 550 550 110 300 73 --- --- --- ---

LDNF340 24 2835 144 10 410 410 410 410 430 430 460 460 460 140 440 70 140 440 70 ---

LDNF350

24 2835 70 5 110 110 110 110 120 120 130 130 130 40 70 13 90 40 32 55

24 2835 120 10 230 230 230 230 260 260 280 280 280 80 220 40 180 80 60 100

48 2835 84 5 110 110 110 110 120 120 130 130 130 40 70 13 90 40 32 55

LDNF360 24 2835 120 10 400 420 420 420 420 440 460 460 460 130 200 80 --- --- --- ---

LDNF370 24 2835 120 10 510 530 530 530 530 530 600 600 600 130 290 60 --- --- --- ---

LDNF380

24 3528 120 9 450 450 450 450 470 470 500 500 500 110 360 54 --- 80 70 320

24 3528 144 10 650 650 650 650 700 700 750 750 750 120 390 60 --- 90 80 360

24 2835 120 10 450 450 450 450 470 470 500 500 500 --- 200 35 250 --- --- 150



Mono Colours

Dual White

RGB & RGBW

Pixel Chasing

LDNF300-24V-5050-70-DMX-RGBW

Colour

Working Mode

LEDs/m

LEDs Type
Working Voltage

Series Shape

LDNF380-24V-3528-120-CV-Blue

When ordering specify the mounting profile type and the cable entry style.
Cable entries are factory moulded to be IP68 and come standard with a 600mm tail.
Longer tails can be specified and are encouraged to avoid making field joins which can be a source 
of water entry.

LDNF310-48V-5050-60-CV-RGB

Examples

While every effort has been made to ensure the accuracy of all information provided Task Lighting can not be held responsible for any errors. Task 
Lighting also reserves the right to modify/delete product details without notice.

www.tasklighting.co.nz PH: 09 820 0004

Ordering


